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Task Lighting Colors
Elsa™

Charcoal 5103
Dark Champagne 5104
Pewter 5052

IOS™

Amber 9213
Charcoal 6288
Frost 9212
Rain 9216

Pisa™

Arctic White 4231
Black 835
Metallic Red 3761
Pewter 5052

Personal Underline
Pewter (base) 5052
Anodized Aluminum (head and arm)

Kast™

Arctic White 4231
Charcoal 6288
Polished Aluminum 8046

SOTO™ LED Light
Platinum 4799

Note: See Steelcase System Specification Guides
for Canopy™ color availability

Chain sets (09-0000540) are available for actual color and texture reference.

Workstation Design Tips
• Use Details Task Lighting to deliver the illumination level

needed for the tasks being performed.
• Ambient (overhead) light should be uniform, avoiding

overly bright areas or dark shadows.
• Monitors should be placed perpendicular to the light

source to avoid glare and excessive contrast from
background light.

• Details recommends that magnetic ballasts be installed
at least 24" away from any electrical equipment which
might be affected by magnetic fields.

• It is far more cost-effective and comfortable to use a small,
desktop light to provide adequate illumination than to light
the entire office at the same level.

Ordering Task Lighting
The number-one source of discomfort in the workplace
is eyestrain. A common culprit is too much or too little
lighting. To determine the best lighting solution, consider
these three key criteria:

1 Adjustability Needed The greater the variety of tasks
performed during the day, the greater the adjustability
needed in lighting. Adjustable task lighting offers end-
users the added control and adjustability to place the
right amount of light where you need it, when you need it.

2 Amount of Worksurface Space Available

3 Amount of Light Needed Combine Details task
lighting with your proper ambient lighting to create a
holistic lighting system for the worksetting. How much
additional illumination is needed depends primarily on
the contrast and/or size of the visual task.

Footcandles
Nature of Visual Task Recommended

High contrast, large size 20 – 50
Medium contrast, small size 50 – 100
Low contrast, very small size 100 – 200
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For use with other systems or applications, specify
appropriate model number and select from the following options:

Bracket Options (pair) for: Specify:
Drywall “with drywall brackets”
Elective Elements® “with Elective Elements brackets”
Montage “with Montage brackets”
Slatwall “with Slatwall brackets”

Panel-Mounted Canopy™

• Proprietary optics provide low glare and broad distribution of light
• Energy-saving 3500K T5 lamps
• Energy-efficient electronic ballast
• Electronic dimming control features sliding switch for

continuous-range dimming from 100% to 50% light output
• Black 9' cord with grounded plug
• Tool-free mounting
• Cord manager clip secures power cord along back of fixture
• Certification: U.L.® listed

Specifying Hints
• Width of light must be equal to or greater than width of panel
• Panel-mounted Canopy lights are standard with brackets that

attach to Answer®, Avenir®, Kick™ and Series 9000® panels.
You must specify the correct bracket option for use on other systems.

• Bracket must always be installed on panel seams
• Brackets can be flush with ends of light or light can extend

past one or both sides
• Cord with circuit breaker is available to meet Chicago code

Worksurface Mounted Canopy™

• For use with 3⁄4" to 13⁄4" thick worksurfaces
• Proprietary optics provide low glare and broad distribution of light
• Energy-saving 3500K T5 lamps
• Energy-efficient electronic ballast
• Electronic dimming control features sliding switch

for continuous-range dimming from 100% to 50% light output
• Slot in back of riser provides wire management
• Black 9' cord with grounded plug
• Tool-free mounting
• Certification: U.L.® listed

Specifying Hints
• Edge profile must not be greater than 1⁄2" thick to accommodate

the C-clamp mechanism
• Clearance between worksurface and panel must be at least 5⁄16"
• Minimum clearance of 23⁄4"H and 23⁄16"W required under worksurface
• Cord with circuit breaker is available to meet Chicago code

See Steelcase Systems Specification
Guides for color availability and
pricing information See Steelcase Systems Specification

Guides for color availability and
pricing information

Panel-
Mounted

Slatwall-
MountedWorksurface-Mounted Canopy Lights

Electronic Ballast Standard Chicago Code*
24"W LCS24K LCS24KC
36"W LCS36K LCS36KC
48"W LCS48K LCS48KC

*Chicago cord including circuit breaker

Dimensions, including riser: Watts Weight
24W: W241⁄4 x H18 x D71⁄16 14 Watts 10.5 lbs.
36W: W361⁄16 x H18 x D71⁄16 21 Watts 11.8 lbs.
48W: W477⁄8 x H18 x D71⁄16 28 Watts 13.2 lbs.

Panel-Mounted Canopy Lights
For use with Answer, Avenir, Kick and Series 9000 panels
(see below for additional mounting options)

Electronic Ballast Standard Chicago Code*
24"W LCP24K LCP24KC
36"W LCP36K LCP36KC
48"W LCP48K LCP48KC

*Chicago cord including circuit breaker

Dimensions, including riser: Watts Weight
24W: W241⁄4 x D71⁄16 14 Watts 6.1 lbs.
36W: W361⁄16 x D71⁄16 21 Watts 7.4 lbs.
48W: W477⁄8 x D71⁄16 28 Watts 8.8 lbs.SpecTip Orders must be placed through

the Steelcase order entry system.

Contact a Details Market Manager
or Field Marketing for assistance.
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IOS™

• Panel-mounted or Freestanding
• Articulates at three distinct ball-and-socket

joints for maximum adjustability
• Swivels freely in panel-mount bracket
• See chart on pg. 36 for adjustability ranges
• Black 6' cord
• 13-watt fluorescent lamp
• Certification: U.L.® listed
Note: Panel mount bracket does not work in corner applications

Freestanding
8 lbs.
Base: 91⁄2 diameter
Shade: W41⁄2 x L51⁄2
Amber, Charcoal, Frost, Rain
(Base is black only)

Panel-Mounted
4 lbs.
Shade: W41⁄2 x L51⁄2
Amber, Charcoal, Frost, Rain

Panel-Mounted

Steelcase
Answer®, Kick™ LIOSAN
Avenir® LIOSA
Context® LIOSC
Series 9000® LIOS9
Slatwall LIOSSW

Freestanding
Freestanding LIOSF
C-clamp LIOSCP

Freestanding

Panel-MountedPanel-Mounted
4 lbs.
Charcoal,
Dark Champagne,
Pewter

Freestanding
12 lbs.
Base: W7 x D7
Shade: W21⁄2 x L11
Charcoal, Dark Champagne,
Pewter (Base is black only)

Elsa™

• Panel-mounted or Freestanding
• Three movable joints allow adjustment from top

and bottom of the arm and at the shade
• Prismatic lens diffuses light and minimizes glare
• See chart on pg. 36 for adjustability ranges
• Shade can be rotated to change lighting direction
• Black 9' cord
• 13-watt fluorescent lamp
• Certification: U.L.® listed
Note: Panel mount bracket does not work in corner applications

Panel-Mounted

Freestanding

Panel-Mounted Lamps

Steelcase
Answer®, Kick™ LELSAN
Avenir® LELSA
Elective Elements® LELSE
Series 9000® LELS9
Slatwall LELSSW

Freestanding Lamps
Freestanding LELSF
C-clamp LELSCP

Maximum Illuminance (footcandles) Maximum Illuminance (footcandles)
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Pisa™

• Freestanding
• Leans up to 20° in any direction to position light where needed most
• Shade tilts around the lamp
• Includes 60-watt incandescent lamp
• See chart on pg. 36 for adjustability ranges
• Black 61⁄2' cord
• Certification: U.L.® listed

LPISA

4 lbs.
Base: 6 diameter
Shade: 81⁄2 diameter
Arctic White, Black,
Metallic Red, Pewter
NOTE: Base and stem must
be specified in Arctic White,
Black or Pewter

Freestanding

Maximum Illuminance (footcandles)

PowerPincher™ with Occupancy Sensor
• Energy-saving occupancy sensor turns equipment

on when you’re there, and off when you’re not
• Power strip includes 8 outlets with surge protection,

6 outlets controlled by sensor, and 2 outlets un-controlled
• On/Off Switch
• Passive, infrared occupancy sensor detects

the slightest human motion within monitored area
• Sensor can be positioned under worksurface or storage

unit or on the wall up to 9 feet away from outlet
• Swivel base on sensor makes it easy to install and aim
• Sensor time delay can be adjusted from 1 to 30 minutes
• Quickly pays for itself through reduction in energy costs
• Black 7'8" cord
• U.L.® listed and CSA® listed

PPS6SP

8-outlet with surge protection
2.5 lbs.
W33⁄4 x L91⁄2
Gray
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Personal Underline
• Energy saving T2 technology in one sleek light
• Three pivot points for maximum articulation
• Batwing lens houses energy efficient 8-watt T2 bulb
• Energy saving electronic ballast
• 8' cord with straight plug
• Construction: Aluminum zinc plated, plastic end caps,

acrylic batwing lens
• Certification: U.L.® & C.U.L.® listed
• Energy-saving T2 lamp
• See chart on pg. 36 for adjustability ranges

Specifying Hints
• Clearance between worksurface and panel must be at least

1" for C-clamp option
• Available as Freestanding, Panel-Mount, Slatwall / SlatRail & C-Clamp
Note: Panel mount bracket does not work in corner applications

Panel-Mounted

Steelcase
Series 9000® LUNDER9AA
Avenir® LUNDER9AA
Answer® LUNDER9AA
Kick LUNDER9AA
Slatwall / SlatRail LUNDERSW

Freestanding
Freestanding LUNDERF
C-clamp LUNDERCP

Maximum Illuminance
Worksurface rear

12" 37.5 32.6 11.8 6.3 2.5

6" 62.3 45.5 15.6 8.6 4.2

0" 73.6 58.1 24.9 11.1 5.2

6" 62.3 45.5 15.6 8.6 4.2

12" 37.5 32.6 11.8 6.3 2.5

CL 0" 6" 12" 18" 24"
Worksurface front

Panel-Mounted

Freestanding Freestanding
3 lbs.
W22 x H20 x D43⁄4
Anodized Aluminum
(head and arm) and
Pewter (base)

Panel-Mounted
3 lbs.
W22 x H20 x D43⁄4
Anodized Aluminum
(head and arm)
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• Ergonomic asymmetrical optics package –
Two 5-watt light emitting diode clusters

• Integral heat convection vent slots
• Asymmetrical light distribution
• LED driver: 120V electronic
• Cord length: 9' cord
• Construction: die cast aluminum
• Certification: U.L.® & C.U.L.® listed
• Manufactured with over 80% recyclable aluminum & steel
• Composed of 40% recycled material with

27% post-consumer recycled content
• Average rated life of 100,000 hours is 10x greater than

most compact fluorescent lamps
• Design by Tom Newhouse
• See chart on pg. 36 for adjustability ranges

LKASTF

Arctic White, Charcoal

LKASTF

Polished Aluminum
4 lbs.
W77⁄10 x H16 x D171⁄2
Freestanding

Maximum Illuminance
Worksurface rear

12" 9.1 11.7 10.4 5.4 3.3

6" 27.6 30.3 20.4 10.8 5.4

0" 44.5 44.5 26.0 11.9 5.0

6" 30.1 32.4 19.7 9.7 4.6

12" 8.3 11.0 9.8 4.5 2.4

CL 0" 6" 12" 18" 24"
Worksurface front

SOTO™ LED Light
• Minimalistic design with simple lines
• Low energy consumption and

reduced need for replacement bulbs
• Freestanding base is 41⁄4" wide and 6" deep
• Rail mount bracket may occupy the same Rail

space as a SOTO Shelf extending over the Shelf itself
• 4 watt LED
• 120v
• .35 Amps Max. (350mA)
• Sliding on/off reed switch
• SOTO rail mounted, c:scape rail architecture or freestanding
• Average rated life of LEDs is 50,000 hours
• Certification: U.L.® & C.U.L.® listed
• 9' cord length, black
• Steel base, aluminum arm
• Mercury free
• See chart on pg. 36 for adjustability ranges
NOTE: For SOTO Application Tips see the charts on pages 23 – 26.

DSLEDR

SOTO Rail Mounted
0.6 lb.
W31⁄2 x H141⁄4 x D123⁄4
Arctic White, Platinum,
Low Gloss Black

DSLEDF

Freestanding
2.2 lbs.
W41⁄4 x H143⁄4 x D131⁄4
Arctic White, Platinum,
Low Gloss Black

SOTO Rail Mounted

Freestanding

Maximum Illuminance
Worksurface rear

12" 9 13 17 19 0 19 17 13 10

9" 12 17 24 28 33 28 25 19 13

6" 15 23 33 41 48 41 34 24 16

3" 17 26 39 51 58 53 41 28 18

CL 18 27 40 53 60 55 42 29 19

3" 16 25 36 47 51 48 38 26 17

6" 14 20 28 35 37 35 29 21 15

9" 11 15 20 24 26 24 20 16 11

12" 8 11 14 16 17 16 14 11 8

12" 9" 6" 3" CL 3" 6" 9" 12"
Worksurface front
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Mini SOTO™ LED Light
• Minimalistic design with simple lines
• Low energy consumption and

reduced need for replacement bulbs
• Miniature version of the 4-watt SOTO LED light
• Ideal for illuminating dark areas beneath steel

or wood storage elements
• Magnet and screw mounting hardware included
• Clips for cord management included
• 4 watt LED
• 120v
• .35 Amps Max. (350mA)
• Sliding on/off reed switch
• Average rated life of LEDs is 50,000 hours
• Certification: U.L.® & C.U.L.® listed
• 9' cord length, black
• Mercury free

LMINILED

0.3 lb
W7 x H5⁄8 x D13⁄8
Platinum

SOTO™ Extended LED Light
• Minimalistic design with simple lines
• Low energy consumption and reduced

need for replacement bulbs
• Freestanding base is 41⁄4" wide and 6" deep
• Rail mount bracket may occupy the same Rail

space as a SOTO Shelf extending over the Shelf itself
• 4 watt LED
• 120v
• .35 Amps Max. (350mA)
• Sliding on/off reed switch
• SOTO rail mounted, c:scape rail architecture or freestanding
• Average rated life of LEDs is 50,000 hours
• Certification: U.L.® & C.U.L.® listed
• 9' cord length, black
• Steel base, aluminum arm
• Mercury free

DSLEDER

Rail mounted
0.7 lb.
W31⁄2 x H141⁄4 x D211⁄4
Arctic White, Platinum,
Low Gloss Black

DSLEDEF

Freestanding
2.3 lbs.
W41⁄4 x H143⁄4 x D213⁄4
Arctic White, Platinum,
Low Gloss Black

SOTO Rail Mounted

Freestanding
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KA
ST 10 LED 80 3500K N/A N/A

180° arm swivel
180° shade swivel

N/A

PE
RS

ON
AL

UN
DE

RL
IN

E

8 Fluorescent 80 4100K 18" – 27" 9" – 19"
45° shade tilt right &
left; 45° side to side;

45° up or down
Sylvania FM8/841

CA
NO

PY

14 Fluorescent 85 3500K

N/A N/A N/A

GE F14T5/835

21 Fluorescent 85 3500K GE F21T5/835

28 Fluorescent 85 3500K GE F28T5/835

PI
SA 60 Incandescent 100 2850K N/A 21" fixed height 20° at base Any 60-Watt

incandescent

EL
SA 13 Fluorescent 82 3500K 0" – 28" 0" – 18"

330° at shade
360° at base

13-WATT
GE 13BX

IO
S 13 Fluorescent 81 3500K 10" – 31" 4" – 30"

360° tilt at shade
60° tilt range

360° swivel at base

13-WATT
GE F13DBX

Watts Type Color Rendering
Index

Color
Temperature

Horizontal
Arm Range

Vertical Height
Adjustment Tilt/Swivel Replacement

Lamp (Bulb)

SO
TO

™
LE

D
LI

GH
T

4 LED 80 3500K N/A N/A N/A N/A


